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Abstract 

The aerodynamic interaction of two model tiltrotors in helicopter-mode formation flight is investigated. Three 
scenarios representing tandem level flight, tandem operations near the ground, and a single tiltrotor operating above 
thc ground for varying winds are examined. The effect of aircraft separation distance on the thrust and rolling 
moment of the trailing aircraft with and without the presence of a ground plane are quantified. Without a ground 
plane, the downwind aircraft experiences a peak rolling moment when the right (left) roto- of the upwind aircraft is 
laterally aligned with the left (right) rotor of the downwind aircraft. The presence of the ground plane causes the 
peak rolling moment on the downwind aircraft to occur when the upwind aircraft is further outboard of the 
downwind aircraft. Ground plane surface flow visualization images obtained using tufts and oil are used to 
understand mutual interaction between the two aircraft. These data provide guidance in determining tiltrotor flight 
formations which minimize disturbance to the trailing aircraft. 

Notation 

rotor disk area, nR2 
aircraft roll moment coefficient, 
M, /(p(QR)'AR), positive right wing down 
aircraft thrust coefficient, 
aircraft thrust/(2p(QR)'A) 
rotor diameter 
downwind 
blade tip Mach number, QR /sound speed 
aircraft roll moment 
rotor blade radius 
wing semispan 
upwind 
streamwise location of UW aircraft relative 
to DW aircraft, positive in drag direction 
lateral location of UW aircraft relative to DW 
aircraft, positive to right (pilot's view) 
vertical location of UW aircraft relative to 
DW aircraft, positive up 

advance ratio, tunnel speed/RR 
rotor rotational speed 
air density 
rotor solidiry ' 

Introduction 
Vertical take-off or landing runway independent 

aircraft (VTOL RIA) have the potential to significantly 
alleviate air space congestion. Tiltrotors are a primary 
example of VTOL RIA. A key element of air space 
management is to understand how these aircraft behave 
near other aircraft, near large structures such as 
buildings, and near the ground. For each of the 
aforementioned scenarios, the aerodynamic interactions 
are complex. In order to establish guidelines for safe 
operation of VTOL RIA near other objects, 
experimental data quantifying these interactions are 
required. 

The Army/NASA Rotorcraft Division at NASA 
Ames Research Center has initiated an experimental 
program addressing the  acrodynamic interaction 
between VTOL RIA in terminal area operation 
scenarios. This paper presents measurements from a 
wind tunnel test of two model tiltrotors. The test was 
conducted in the Army 7- by IO-Foot Wind Tunnel at 
NASA Ames Research Center. Models roughly 
approximating 1/48'h-scale V-22. rotors and wing were 
used for the experiment. Details of vortex formation are 
not expected to be captured at L/48Lh-scale; however, the 
aerodynamic interactions should be representative of 
full-scale results based on previous work at low 
Reynolds number. For example, Ref. 1 investigated 
tiltrotor descent aerodynamics using a model only 
slightly larger than the models in the present experiment 
and found reasonable agreement $with results from a 
similar test conducted at a 1ar;;er scale (Ref. 2 ) .  Based 
on the calculations of Ref 3, at some distance 
downstream the tiltrotor wake s known to resemble the 
wake of a fixed ming aircraft. The parameter5 that 
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goLcrn the strensth and position of the trailed \ V L ~ C  are 
rotor thrust and forn.ard speed. not det:lils of the rotor 
geometry. If key nondimensional parameters such as 
rotor thrust coefficient and advance ratio can be 
matched between model and full-scale resiilrs. the 
model scale data should provide a good repres2ntation 
of full-scale events. 

This paper provides quantitative mesnrements of 
the aerodynamic interaction of two tiltrotors operating 
in helicopter mode. The interaction is presented in terms 
of rolling moment and thrust changes on the downtvind 
aircraft. Three scenarios are examined. The first 
scenario represents two tiltrotors in level fli, ght. The 
second scenario. using a ground plane, has the 
downwind aircraft at reduced thrust with wheels on 
ground while the upwind aircraft is in descent (or take- 
off). The two aircraft are also tested without the ground 
plane to assess the changes in the interaction between 
the two aircraft that are directly due to the presence of 
the ground plane. Ground plane surface flow 
visualization images obtained using tufts and oil are also 
shown. Finally, a single tiltrotor is tested at various 
heights above the ground for several wind speeds. 

Facility and Model Description 
The 7-by IO-Foot Wind Tunnel is a closed circuit 

wind tunnel operated by the U.S. Army 
Aeroflightdynamics Directorate at NASA Ames 
Research Center. The test section is 7-ft high. IO-ft wide 
and 15-ft long. The tunnel has a 14:l contraction ratio 
providing a maximum speed of approximately 355 ftis. 
The test section turnrable is capable of yaw angles up to 
360 degrees. An air exchange system allows up to 
29.3% air exchange. Since target speeds for this 
experiment ranged from 13 to 26 f tk ,  the tunnel \vas run 
with 0% air exchange to eliminate atmospheric 
influence on the test section flow steadiness. A traverse 
system, installed in the test section, is capable of 
traversing in  the vertical. lateral. and streamwise 
directions. 

The tiltrotor models were designed and built at 
NASA Ames. Characteristics of the model are provided 
in Table 1. Key characteristics of the geometry such as 
rotor planform, twist distribution. and lateral rotor-rotor 
spacing are similar to a l/4S'h-scale V-22. The blades. 
however, were fabricated with a blade radius closer to a 
1/49'h-scale V-22 rotor. Figure I is an assembly drawing 
showing the model component parts. For this 
experiment. a fuselage was not modeled since the 
primary aerodynamic interaction between the aircraft 
\vas assumed to be dominated by the rotors. The three- 
bladed hubs have counter-clockwise rotation on the 
right rotor and clockwise rotation on the left rotor. The 
wing is machined aluminum with zero flap deflection. 
The hub and control systems are commercially available 
radio-control model helicopter tail-rotor assemblies. The 

rotors }l:ive collcctibe pitch control allowing trim ,,i 
aircraft thrust and rolling moment. The rotors do not 
have flap or lag hingcs, or a simb:11. and do not ha;.? 
cyclic pitch conrrol. Hence, the rotors operate n ith s,3mt: 
he5 moment in helicopter mode forward flight. .qn 
Astro Coba!t-40 sport motor mounted in the nose of 
each aircruft is ~ised to power the rotors. Each aircraft 

mounted on a 6-component. 0.75-inch balance. 
The design tip speed (263 ftis) of the rotors is 

approximately l i 3  full-scale, corresponding to a rotor 
rpm of 6355. The Reynolds number based, on blade tip 
chord and speed is approximately 63.000. Additional 
details of the model design are reported in Ref. 4. 

Table 1. Model -4ircraft Characteristics 
No. of rotors (3  blades each) 2 
Rotor radius, R (ft) 0.3906 
Blade tip chord (ft) 0.0372 
Rotor-rotor separation distance, 0.9703 

Root cut-out (%) 
2s (ft) 

Rotor solidity, G 0.102 
Wing flap setting (de:) 0 

25.5 

90 Nacelle angle (deg) 
Tarzet rotor 'pm. R 6355 

263 Target tip speed QR (ft's) 

balanze taper 
socket 

Figure I .  CAD model of tiltrotor. 

Experimental Set-Up 
The downwind aircraft was mounted on a fixed 

pedestal stinp. The upwind aircraft was sting-mountsd 
and suspended from a streamlined strut attached to the 
tunnel traverse system. The pitch of both aircraft \\.as 
fixed at zero, therefore. the rotor tip-path planes were 
both parallel to the freestream. The upwind model 
traversed in the lateral. vertical, and s t r eamn . i~~  
directions upstream of the downwind aircraft. D:\ta n t r c  
acquired without and cvith the presence of a gwund 
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pi::ne. The ground plane is 4-ft by 8-ft and 
:!ppri’\im:ltely 1.25 inches thick with a rounded leading 
c d s ~ .  Figures 2a) and 2b) show the two aircraft mounted 
in the Ivind tunnel without and with the ground plane. 
respectively. Figure 3 is a sketch showing the fixed 
position of the downwind aircraft with respect to the 
yound plane and some of the key positions of the 
up\vind aircraft in the x-y plane. 

a) Without ground plane. 

b) With ground plane. 

Fi2ur?- 2. histallation of two tiltrotors in the U. S. .Army 
by ]@Foot Wind Tunnel. 

c - aft 
I . . . . .  . 

Figure 3. Relative aircraft positions with ground plane 
installed (approximate scale, top ciewj. Wind from top 
to bottom. 

Testing Procedure 
With the downwind aircrift ir, a fixed position. the 

upwind aircraft was traversed in the cross-flow plane at 
various streamwise locations. Primary streamwise 
locations were x/D=-2.54, -5.08, -7.62, and -10.16 
(approximated as -2.5, -5, -7.5. and -10 when describins 
the figures in this paper). The thrust and roll moment of 
the downwind aircraft were the primary measurements 
of the aerodynamic interaction between the two aircraft. 
To establish a reference condition for the downwind 
aircraft. the following procedure was used. The upwind 
aircraft, with rotors stationary, \vas positioned upstream 
at the traverse extreme upper left (pilot’s view). The 
downwind model rpm was then increased to the design 
value at low thrust. Wind tunnel speed was then 
increased from zero to the de:iired advance ratio. Kest. 
ihe down\vind aircraft {vas tririmecl to the desired thrust 
coefficient and the rolling rnomcnt was trimmed to 
approsimately zero (usin: di  ‘ferentisl collzctiw pitch 



control thus establishing ii r~ ind-on reftrsnce condition 
without the influence of the upwind aircruft. From this 
point on. the controls of the donnwind a i r c k t  - v e x  
fixed. so the aircraft trim was free to vary. Thc upwind 
aircraft rotor speed was then increased from zero to the 
design speed and the aircraft was moved into position to 
conimecce traversing in a cross-flow (y-z) plane. The 
upwind aircraft was trimmed to the target thrust 
coefficient and approximately zero rolling moment for 
each data point. Trimming was normally only necessary 
when the aircraft was moved in and out of ground 
effect. In addition to cross-flow plane surveys. height 
sweeps at specific y/s and xiD were also performed. 

Results 
Three VTOL RIA scenario\ are examined for 

tiltrotors in helicopter-mode flight. The firgt scenario 
simulates two tiltrotors in level flight. Rolling moment 
and changes in thrust on the downwind aircraft as a 
function of upwind aircraft position are presented. The 
effcct of advance ratio on the downwind aircraft rolling 

moment and thrust. and the effect of UP\,,in 
thrust on don.nwind aircraft rolling mo 
discussed. Rolling moment is relate:! t o  f u i  
aircraft differential collective pitch usin: 
isolated tiltrotor data. The second scenario 
operations near the ground. Using a ground 
downwind aircraft is established at reduced thrust 
wheels on the ground while the upwind aircraf1 is 
descent (or rake-off). The t W 0  aircraft arr also t2cLcd 
without the ground plane to assess, the chanzrs in 
interaction between the two aircraft due directly to 
ground plane. All force and moment data prL'j=nt& 
relative to the wind-on reference condition described 
previously. Flow visualization using ground 
surface oil patterns and tuft patterns are shown. ~l~~ 
third scenario simulates 3 single tiltrotor operatin. 
various heights above the ground with varying n.iids, 
Resulting changes in thrust are presented. Table 2 lists 
the specific test conditions explored during the 

experiment. 

Table 2. Test Conditions 

: 122 j 0.23 j 0.10 . 0.121 : 0.121 -2.5 : 

126 0.122 . 0.120 . -10.0 : 

i 127 i 0.23 ' 0.10 . 0.122 0.0'30 -2.5 ; 
-5.0 j 

-10.0 

1 :  123 0.120 . 0.121 -5.0 I t n v e r s e  SO 
..................... ___ 

? -7.5 ~ -, v3rlj x 0 1 

........ ... ....................................................... 

KO 
0.121 : -2.5 i 

? vary : -5.0 ; -_ 
-1.5 : 

: -10.0 ; 
129 : 0.23 i 0.05 0.122. 0.090 i -2.5 

-5.0 

-10.0 

2 125 0.23 . 0.05 0.122 
1 

._ -. ......... ...~ ..... .... ................... ........................ ............................................... .......... 

-I -1.5 - V A N  SI) 

- 

1 :  

.. ..... .. ....... ..... -. . . . . . . . . . . . . . . . . . . . . . . . . . .  
I42 i 0.23 : 0.10 . 0.018 0.120 -2.5 

7 I43 0.0 18 0. 110 -5.0 travzrsc Y 2'. 

7 I.<\ 150 0.23 0.10 0.019 : 0.120 -2.5 . -2.5 . I 

- -  
...... I45 .. i u.01s -. ................. . __ 0.120 ........ -/.> .- - .......................................... 

[ v i r h  c i i i  

. .. ............................ ........ ........................................ 
2 : 152 0.23 . 0.10 . 0.018 j 0.120 vary bary . vary Y?\ 

(\i jih I 

3 I55 : 0.23 0 NIA ; 0.120 initial ' -5.0 -1.7 vary y2.C 
........................... ... ................ ...................................................... ...... - ..................................... 

0.05 
0. I O  ......................... ........................ ............... .................................. .- ................................................... .... 

169 0.23 0.10 0.018 0.121 -2.5 

I74 0.019 0.121 -7.5 
7 S.. - 170 ; 0.018 : 0.171 -5.0 t r a i c r w  

.-== 
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~c-~~::ri~i i : Le~t.1 Flight 
For the lei;el flight condition investigated. the 

do\\ n;x, ind aircraft initial C,/o was about 0.12. The 
,,p',\ ir l j  :iircraI't Cl/o \vas maintained at approximately 
rr.1:. FigLlres 4a and I b  show the rolling moment 
,c,!> ' 0 )  and thrust change (ACr/u). respectively. of the 
do!.\ n n  ind aircraft as a function of upwind aircraft 
po.-.irion in the y-z  plane at x!D=-3.5 for advance 
rn [ i a=o . lO .  These results were presented in Ref. 3 and 
3ri" shoivn here again to explain certain features of the 
dcita. hfeasurements were acquired at the grid points 
1ndic:lted on the plots. Xote that the rolling moment data 
jn Fig. 4a are anti-symmetrical about y/s=0 providing 
confidence in the quality of the data. Reference 3 used 
rhe conlprehensive rotorcraft analysis CAMRAD I1 to 
caicuinte rolling moment on the trailed aircraft as a 
functioil of the lead aircraft position. The correlation 
bctncen the calculations and measurements from this 
test \vas good. 

The data clearly show peak rollin, 0 moments at 
\;is=*? corresponding to the right (left) rotor of the 
u p u  ind aircraft being aligned laterally with the left 
(right] rotor of the downwind aircraft (see Fig. 3). Note 
that a right roll (pilot's view) is defined as positive. At 
v k - 2 .  the left rotor of the downwind aircraft is in the 
dotrnuash of the upwind right rotor thus causing a 
thrust reduction on the left downwind rotor resulting in 
a negative roll. At y/s=3, the opposite situation occurs. 
F igm 4b shows the change in thrust on the downwind 
aircraft relative to the wind-on reference condition. 
There is a significant reduction in thrust when the two 
aircraft are aligned laterally (yls=O) at z/s=l. The slight 
increase in thrust at y/s=-4 and z/s=l corresponds to a 
Positive rolling moment suggesting a thrust increase on 
the left rotor compared to the right rotor of the 
do\vn!\.ind aircraft. 

Reference 3 shows that the magnitudes and lateral 
location of the peak roll moment and thrust change do 
not change significantly as x/D was varied from -2.5 to 
-Io. I n  addition, Ref. 3 calculated the change in power 
r'quired to trim the downwind aircraft for the conditions 
C@xesPondin$ to Fig. 4. At the location (y/s=-4, z/s=l) 

the thrust increase in Fig. 4b. a reduction in power 
' ' ? ~ Y I  is predicted. Although optimizing formation 

'''is not the intent of this study, especially since aircraft 
not measured. future experiments with these 

models can be designed with this objective in 
5-7 provide both analytical and 

' !ppcrimental confirmation of the benefits of flying 
anes in an echelon formation. Similar benefits 
Id he applicable to tiltrotors and helicopters. 

. '""% I , L  to maximize the downwind aircraft performance 

\Ier 

I 
4 p ;  , . ,. 0 .  . \ .  * , , .  1 f1 i . 

4 

3 

2 

zls 
1 

0 

, -, 
-7 -6 -5 -4 -3 -2 -1 0 1 2 3 

yk; 

b)  ACTIO 

Figure 4. Run 122: Rolling moment and thrust change 
on DW aircraft as a function of UW aircraft position. 
x/D=-2.5. Advance ratio=0.10. I I W  Cr/o (initial)=O. 12: 
Lrw Crla=0.12. 

Effects of advance ratio and upwind aircraft thrust 
on the downwind aircraft rolling moment were explored 
by performing upwind aircraft streamwise and height 
surveys at y/s=-2, corresponding to the peak negative 
rollin? moment location of Fig. 4a. Figure 5 sh0u.s the 
peak C,,/O decreases only slightly as the upwind 
aircraft moves from x/D=-2.5 to -10.  Since the wake 
skew angle of the upwind aircraft is maintained (C, and 
;i of the aircrafi are held constant), the upwind aircraft 
height must increase with increasing x/D in order for the 
upwind aircraft rotor wakes to interfere at the same 
location on the downwind ai-craft. The measured 
vertical shift of the peak from x/I)=-3.5 to -10 implies a 
wake skew angle of approximately 5 degrees. 

The effect of reducing advance ratio from 0.10 to 
0.05 is shown by comparing Fig. 5 with Fig. 6. 4 s  in 
Fig. 5 .  the downwind aircraft i i t i a l  C,!O n'as about 
0.12 and the upwind aircraft C,./cr n'as maintained at 
0.13. Figure 6 shows the mssnitL1de of the psak roll 
moment is essentially unchanzed from Ithe y=O. IO c a x  
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Figure 5. Effect of UW aircraft vertical sweep 
(at y/s=-7) on DW aircraft C,,,/o. Advance ratio=0. LO. 
DW C,/o (initial)=O. 12; UW C,/o=O. 12. 

L 

(at y!s=-2) on DW aircraft C,,,!o. Advance ratio=O.05. 
DW C r / o  (initial)=O.l?: UW C,!o=O.I?_. 
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Figure 7. Effect of advance ratio and upwind aircraft 
C,/o on DW aircraft C,,,/o. U W  aircraft vertical sneep 
at y/s=-2, x/D=-2.5. DW C,/o (initial)=O. 12. 

at x/D=-7-.5 but has decreased at the larger x/D 
locations. At p=O.O5, the wake skew angle is larger as 
evidenced by the peak occurring at increased z/s 
compared to Fig. 5. Since the magnitude of the peak roll 
moment is largest at x/D=-2.5, we next examine the 
effect of reducing the upwind aircraft thrust at this 
streamwise location. Figure 7 shows there is little effect 
on the peak roll moment magnitude when the upwind 
aircraft C,/o is reduced from 0.12 to 0.0'3 at p=O. 10. At 
p=0.05, however, there is a reduction in the peak roll 
moment of about 25% when the CT/o is reduced. 

Estimating Differential Collective Pitch 
Inferring the differential collective pitch required to 

trim the measured rolling moment on the downwind 
aircraft provides useful information applicable to full- 
scale formation flight. Although the models had 
collective and differential collective pitch control, a 
relationship between thrust and collective was not 
obtained because of hysteresis in the control system. 
This was not ;I problem since test conditions targeted 
specific CT values rather than collective pitch. However. 
an estimate of the differential collective pitch required 
to trim the rolling moment can be derived. The rolling 
moment is assumzd to be caused solely by  thc 
differential thrust betwcen the left and rizht rotors 3 r d  

2 co1 
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the. xing contribution to rolling moment is aswmed 

.IT, = dATj, where AT = Tlcft - T,,,,, 

;Vote that CAT. the change in thrust between two rotors, 
is defined as AT/pA(RR)' which is different than the 
definition of aircraft C,. Next. a relationship between 
A(CJT/o) and A0 is needed. Table 3 provides values for 
A(CT-!Jo)/AO taken from several isolated tiltrotor 
databases (Refs. 2 .  8-12). Values are provided for 0.05 
5 CT , s ; ~  s 0.15. which bounds the C,/orange for the 
downwind aircraft in Figs. 4-7. Data from Refs. 3 and 
I I indicate the value of A(C,_,,Jo)/A'€J does not change 
appreciably with advance ratio. For a peak C,,/aof 
0.04 shown in Fig. 3a and using a value of 
A(C,,/o)lA.B = A(C,,,/o)/A8 = 0.54 (representing the 
average of the values in Table 3), a A0 of 3.4 deg or 
k1.7 deg per rotor is obtained. Using CAMRAD 11. 
Ref. 3 calculates approximately 22 deg of differential 
collective pitch for the equivalent C,,/o,which is 
consistent with the level calculated here. 

Table 3. Isolated Tiltrotor Thrust Derivative 
Experiment A(CT .&)/ A@ , rad', for 

I 0.0% CT JU < 0.15 
i -- 

JVXiOARF (Ref. 8) I 0.5307 
XV-WOARF (Ref. 9) ! 0.5880 

_______I.____I__.._...--. 
__.____.__I_ ___ __ 

0.5182 
0.4681 
0.5017 
0.508s 

I ti diam. 
tiltrotorIS0x 130 (Ref. 2 )  
p 0  
u 3.04 
[ I  9 . 1 0  
:1=0.12 

0.6055 
0.5733 
0.5157 
0.5958 

- ~ ~ - ... - 
4 ft diam. tiltrotorihover 
chamber (Ref. 12) 

0.5 176 

. e  . .  . 
Scenario 2:  Tandem Operations Xear the Ground 

A likely scenario for terminal area operations has 
one tlltrotor positioned on a landing pad at low thrust 
Wule another tiltrotor is positioned upwind and above 
irepreqenting either descent or take-off). This qcenario 
''3s sinul'ited by installmg '1 ground phne beneath both 
arcraft ( F ~ s s  2b and 3) Since the ground plane n a s  
on11 1 Ft h\  9 Ft Ion?. the \ep~r.ition dl\tance 

between the aircraft was limited to -7.5 5 x/D 5 -7.5 and 
--l 5 y i s  5 0.5. From the wike calculations of Ref. 3 and 
from preliminary velocit) field measurements behind 
the upstream tiltrotor. thc eitntual formation of tn'o 
super-vortices is confirmed at a.pproximately x/D= -2 to 
-2.5. A tiltrotor wake looks very much Iike the wake of 
a fixed wing aircraft. Each rotor disk is assumed to shed 
a counter-rotating vortex pair. Vortices shed from the 
inboard side of each disk are equal in magnitude but 
opposite in sign leading to vortex cancellation because 
of their close proximity. The outboard vortex from each 
disk remains to dominate the far wake as super-vortices. 
When these super-vortice:; approach the ground plane. 
they tend to migrate outn.ard since the ground plane acts 
as an image plane. 

Figures 8 and 9 shoIv contours of the downwind 
aircraft rolling moment as a function of upwind aircraft 
position with and without the ground plane, 
respectively, for several aircraft separation distances. 
The initial C,/o of the downwind aircraft \vas 0.018 and 
the upwind aircraft was .:rimmed to about C,/a=O. 12 
and approximately. zero roll moment. The locations 
where data were acquired are shown as overlaid grid 
points. With the ground plane present, the lowest 
vertical position of the upwind aircraft was limited to 
z/s values slightly greater than zero to prevent wiring 
and cooling lines which hang below the aircraft from 
touching the ground plane. Data without the ground 
plane (Fig. 9) are shown solely to illustrate the effects of 
the ground plane - the low C,/o of the downwind 
aircraft is unrealistic for level flight. With the ground 
plane present, the peak nzgative roll moment location 
moves outboard as xlD is varied from -2.5 to -7.5. The 
magnitude of the peak negati-#e moment is somewhat 
mitigated by the ground plane. Interestingly, a positive 
peak moment is present at y/s=-1 with the ground plane. 
This peak positive moment is possibly caused by the 
super-vortex from the right upwind rotor that, instead of 
traveling straight downst-eam, has moved outward to 
the right under the influence of the ground plane. This 
causes the right downwind rotor to be in a downwash 
and impart a positive roll to the downwind aircraft. 
Without the ground plane, the lateral location of the 
peak rolling moment and thrust do not change with 
increasing separation distince indicating that the wake 
from the upwind aircraft convects straight downstream. 

Figures 10 and 11 show contours of the downwind 
aircraft change in C,/o from the reference value ( C J o  
=O.OlS) for conditions similar to Figs. S and 9. There is 
a peak thrust deficit on the downwind aircraft at y/s=O 
and z!s=l . The presence of the ground plane reduces the 
level of the thrust deficit for all xiD examined. The 
levels are still large. however. compared to the reference 
C,/O value of 0.018. In the przsence of the ground 
plane. the peak rnoyeq increasii:zly outward laterally ;IS 
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YfS 

. $  R174. x113 = -7.5. 

Figure 1 1. DlV aircraft AC,/cr as a function of UIV 
aircraft position. Wichout ground plane. LL =n. IO. 
DVv' C,:'o (initial r=n.f) 18: LrIV iT7;o:=O. 12. 
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Flax visualization of tandem operations near the ground 
In order to better undsrstand the influence of the 

ground plane on the trailing xaks  of the upwind aircraft. 
two simple flow visualization techniques were 
implemented. First, a mixture consisting of motor oil, 
mineral spirits, olive oil. and red pigment was applied to 
the ground plane surface. The test conditions and 
upwind aircraft location corresponding to the peak 
negative Cx,\/o shown in Fig. 8 were selected. The 
upstream aircraft was located at x/D=-2.5, y/s=-2.5, and 
z/s= I .  A stable oil pattern developed after remaining on 
condition for approximately 20 minutes. Figure 12 
shows the resulting oil pattern. Examination of the oil 
pattern at the ground plane leading edge indicated the 
presence of a laminar separation bubble followed by 
turbulent reattachment. Therefore, the boundary layer of 
the ground plane can be considered turbulent from the 
ground plane leading edge. The impingement of the 
upwind aircraft wake on the ground plane is clearly seen 
as a scoured region. The upwind right rotor wake is 
pointing directly towards the right downwind rotor. The 
upwind right rotor wake produces an upwash at the right 
downwind rotor, causing a negative rolling moment. 
Recall that without the ground plane (Fig. 9), the 
upwind right rotor wake is assumed to cause a 
downwash at the downwind left rotor. 

Tufts were also used to provide qualitative 
information on the flow behavior. The tufts were 
attached in a 48x64 rectangular grid over the entire 
ground plane. The tufts were spaced 1 inch apart across 
the width of the ground plane and every 1.5 inches 
along the length of the ground plane. Each tuft had an 
active length of approximately 1 inch. The tufts were 
made of black acrylic yarn and were attached to the 
ground plane using 0.5-inch wide white eIectrica1 tape. 
Figure 13 shows the tuft pattern corresponding to the oil 
pattern in Fig. 12. A rough outline encompassing the 
tufts that are no longer pointing streamwise is shown 
superimposed on the tuft pattern in Fig. 13. The tuft 
pattern is qualitatively very similar to the oil pattern. 
Figure 14 shows the tuf t  pattern for test conditions 
corresponding to the peak positive moment shown in 
Fig. 8. The wake from the upwind right rotor is 
outboard of the downwind right rotor. This appears to 
cause a downwash on the right downwind rotor and a 
positive rolling moment. During the experiment, some 
of the tufts upstream of the upwind aircraft were 
observed to be vertical, indicatinz the presence of a 
ground vortex. The ground vortex is caused by the rotor 
outnash impinging 0 1 7  thc ground plane and mising 

Conditions: x/D=-2.5; y/s=-2.5: Z/S=l:  ~ ~ = 0 . 1 0 .  
DW C,/o (initial)=O.O19: UW CT/o=0.13-. 
View looking downstream. 

Figure 13. Tuft pattern on ground plane. 
Conditions: x/D=-?. 5 ;  y/s=-2.5; z/s=l: ~ ~ 0 . 1 0 :  

DW C,/o (initial)=O.O18: LW C,/o=O. 12. 
View looking upstream. 

Figure 14. Tuft pattern on ground plane. Conditions: 
x/D=-2.5: y / s = - l :  z l s=0 .  1 :  LL = O .  10: DW 
C,/criinitiaI)=U.OIY: UW C,/ts=O.I 21. View Ionk inF  
downstream. 
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with the oncoming freestream velocity. The nake of the 
u p i n d  aircraft is affected not only by the ground plane. 
but  also by the donmvind aircraft whose own wake is 
spreading and forcing the upwind wake to spread out 
even further. 

Clearly, the vvake interactions interpreted from the 
flon. visualization images are intriguing and 
complicated. Velocity. field measurements in several 
cross-flow planes between the aircraft are required to 
truly understand the interaction of the aircraft wakes 
with the ground plane. 

Scenario 3: Single Tiltrotor Operating in W-inds Above 
Ground. 

The effect of winds on a tiltrotor operatin, 0 near 
the ground was next examined. For this scenario, the 
upwind aircraft was located at y/s=- 1.72 (lateral mid- 
point of the ground plane) and x/D’=-5. The downwind 
aircraft remained unpowered. At z/s=4, the upnind 
aircraft rpm was set to the design speed and the tunnel 
speed was increased to p=O.IO. The aircraft C,/o was 
set to 0.17 and the rolling moment was trimmed to 
approximately zero. From this point on, the controls 
remained fixed and the trim was allowed to vary. The 
upwind aircraft was then traversed from z/s=4 to 
slightly above the ground plane and then back to z/s=4. 
Tunnel speed was adjusted to the next desired p and the 
height sweep was repeated. Figure 15 shows the results 
from height sweeps at u=O, 0.05, and 0.10 (note p=O.IO 
corresponds to 46 kts full-scale). As the winds increase, 
the rotor wakes are blown back and the effect of the 
ground plane on the aircraft thrust diminishes. In hover, 
there is a nearly 19% augmentation in thrust caused by 
the ground plane. 

Conclusions 
Three scenarios representing tandem level flight. 

tandem operations near the ground, and a single tiltrotor 
operating above the ground for varying winds are 
examined. The results from this experiment have 
provided significant insight into the aerodynamic 
illteraction of two tiltrotors in helicopter-mode operating 
in close proximity to each other with and without a 
ground plane. These data provide guidance on 
determining tiltrotor fl ight formation configurations that 
minimize disturbance to the following aircraft. Key 
findings are listed below. 

Scenario 1 : Level Right 
. .  ’ .  a 

I .  Peak rolling moments occur on the downwind 
aircraft when the upwind aircraft right (left) 
rotor is laterally aligned with the downnind 
left (right) rotor for aircraft separation 
distance.. of x/’D=-?.5 to -10. 

0.08 0.09 0.1 0.11 0.12 0.13 
CT/0 

Figure 15. Ground effect on IJW aircraft thrust. x/D=-5: 
y/s=-I .77. LJW C,/a ~init~al)=O.l2: DW rpm=0. 

2. Peak reductions in thrust occur when the two 
aircraft centerlines are aligned laterally. The 
magnitude decr-ased slightly with increasing 
streamwise aircraft separation distance. 

3 .  For fixed adwnce ratio, the peak rolling 
moment on the dou.nwind aircraft decreased 
slightly as the streamwise separation distance 
between the two aircraft increased from x/D= 
-2.5 to - 10. 
The magnitude of the peak roll moment was 
more sensitive to changes in  the upwind 
aircraft thrust at the lower advance ratio of 0.05 
compared with 0 10. 

5.  The differential collective pitch required to 
trim the peak cegative rolling moment was 
estimated using a thrust derivative derived 
from isolated tiltrotor data. The estimate 
compared well with the value predicted by 
CAMRAD 11. 

4. 

Scenario 2: Tandem O D e r a a  Kear the Ground 
6 .  The ground plan, forces the aircraft n.akes to 

spread laterally. As a result. the downwind 
aircraft peak roll moment occurs with the 
upnsind aircraft further outboard of the 



d o n  n\\ ind airLr3ft compared to the case 
without the ground plane. 
The magnitudes of the peak roll moment and 
thrust change decrease \vith increasing aircraft 
streamwise separation distance. 

7 .  

Scenario 3: Sinrle Tiltrotor Operating in Winds Above 
Ground. 

8. The ground plane causes an increase in thrust 
as the aircraft height above the ground plane 
decreases. The thrust increase diminishes as 
the forward speed increases. 
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